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If your Digital Mavica is not 
working properly 
DO NOT RETURN TO THE STORE 


For Service and Technical Assistance on Digital Mavica 
CALL TOLL FREE 
1-888-449-SONY 
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Digital Mavica® 
Shooting Tips 


FLASH 

For best results remain at least 6-10 feet from 
your subject. Using the flash under 6 feet can 
Cause overexposure of your picture. You can 
adjust the Exposure Value (EV) up or down to 
add or lower the amount of light you are using 
(see page 21-EN of your manual). 


RECORD BUTTON 

Your record button has two positions. Press 
lightly and a green dot will appear on the 
LCD indicating that the Focus and Exposure 
is set. Pressing all the way down will take 
your picture. 


USING THE 2.5” LCD SCREEN 

For outdoor use you can adjust the brightness 
of the LCD screen by using the “Bright” control 
on the left side of the camera. After taking your 
pictures, the camera will display “RECORDING” 
(this will last 7 seconds). It is not necessary 
to hold the camera in position during 
recording. 


RECORDING 

After shooting an image, allow 7 seconds for 
record time. This recording time is the same 
as the floppy disk drive in your computer. 


FIELD vs. FRAME RECORDING 
For best quality, use the FRAME mode 
setting for still objects. When recording 
moving objects it is best to use the FIELD 
mode setting located in the menu. 


USING YOUR 3.5” 

HD FLOPPY DISK 

Your new Digital Mavica Camera uses DOS 
formatted disks. If you are a Mac user, you can 
format the disk to DOS while in the camera. Refer 
to your operating instructions manual (page 34-EN). 


PLAYBACK 

For quicker viewing of your images use your 
computer monitor to see the complete resolution 
and color of your shot. 


MONITOR SETTING 

Your new Digital Mavica offers 24 bit VGA color 
when displayed on your monitor. For best results 
use one of the following monitor settings listed 
below. If you do not have these settings rest 
assured that only your on screen viewing will be 
affected not your print quality. 


For IBM compatibile PC’s use: 
True Color (24 Bit) or True Color (32 Bit) 


For Macintosh users: 
“Thousand” 
“Millions” 


LIGHTEN AND BRIGHTEN 

YOUR SHOTS 

Using the supplied ArcSoft Software you can adjust 
the look of your pictures. Open your images in the 
software from ArcSoft. Under “Enhance” select 
“Brightness and Contrast”. By adjusting these two 
settings you can lighten and brighten your pictures. 


Call toll free... 
1-888-449-SONY 
For service and technical assistance 


For questions regarding ArcSoft 
software call... 
1-510-440-9901 


Digital Mavica’ 


TAKE YOUR BEST SHOT! Imagine That. On a Floppy.” 
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